
WHY CHOOSE ALAVUS IKKUNAT OY
1. Warmth, style and value to your home

• Technically high-quality products 
• Excellent thermal insulation
• Attractive, carefully detailed products 
• Nearly maintenance-free products 
• First-class raw materials 

2. Finnish products 
• Windows and doors manufactured 100% in Finland. 
• Factory located in Southern Ostrobothnia.

3. Customer-driven business approach 
• We want to offer our customers the right products and 

solutions. Our goal is a satisfied customer who gets 
the greatest possible benefits from our products for 
decades to come. 

4. What we promise, we deliver
• We adhere to our agreements throughout the sales 

transaction, from beginning to end.

ALAVUS IKKUNAT OY
Alavus Ikkunat Oy was incorporated in 2003, and is 
privately owned and 100% Finnish. At our current capacity 
we can manufacture about 60,000 windows and 10,000 
exterior and balcony doors annually. As our name suggests, 
the company’s main office and plant are located in Alavus. 
The company also has sales offices in Vantaa, Turku and 
Tampere. We employ a total of about 100 people.

The goal of Alavus Ikkunat Oy is to be the industry’s highest 
quality manufacturer of windows as well as balcony and 
exterior doors. To meet this goal, we continuously pursue 
development work. We also collaborate closely with the 
VTT Technical Research Centre of Finland on testing 
and with Inspecta Oy on quality assurance. Collaboration 
and our own expertise have yielded first-place results in 
numerous product tests and customer satisfaction surveys.

WARRANTY
Windows
For carpentry work, Alavus Ikkunat Oy provides a warranty 
for materials used in manufacturing and production work 
as per RYHT 2000 (36 months).

Alavus Ikkunat Oy does not provide a warranty for dark 
wooden windows.

The warranty for factory installations is two years from the 
time of installation.

A five-year warranty for non-permeability of insulation 
glass is provided by the manufacturer of the insulation 
glass. The warranty does not cover glass breakage.

The warranty is in force only if the windows have been 
stored, installed and maintained according to the instruc-
tions provided.

Our products are CE-marked.

COMPANY VALUES:
1. We will keep our promises

2. We appreciate and value our customers and partners

3. We have an open, trustworthy and flexible relationship 
with our customers

4. We take care of the environment and work in a sustain-
able way

5. The wellbeing of our personnel

WINDOW BROCHURE

BLINDS
Blinds are a good accessory 
for windows when you want 
privacy or want to adjust the 
amount of light coming into 
the room. We install the blinds 
at the factory, making the 
installation easy and tidy. The 
standard colour for blinds is 
white, but there are numerous 
other options available, as well.

ACCESSORIES - COMFORT FOR YOUR HOME
Numerous accessories are available for Alavus windows that enhance comfort.

Integrated blinds

Standard venting 
hardware 

Integrated blinds
Integrated blinds can be installed on an openable 
window. Controlling of the blinds is done with a knob 
located on the interior surface of the inner sash.

Blinds with a tilt wand
Traditional blinds with a tilt wand can also be installed 
on windows. This is the only alternative when blinds are 
needed for a fixed window.

VENTILATION
Openable windows can have ventilation 
fittings with venting hardware and a fixed 
handle.

The ventilation 
window can also 
be a traditional 
ventilation hatch, 
in which case the 
exterior part is 
equipped with an 
aluminium grille 
and the interior 
is solid.

INSECT SCREENS
An excellent accessory for 
the ventilation window is 
an aluminium frame insect 
screen. The Insect screens 
can be ordered with a tradi-
tional plastic screen, a more 
durable aluminium screen or 
an allergy screen. The insect 
screen is delivered separately, 
but installation is easy using 
the instructions provided.

DETACHABLE LATTICES
The lattices make windows attractive 
and individual. Window washing is 
still easy, as the lattice is detachable. 
The lattice that is compatible with 
aluminium windows is 25 mm wide 
aluminium profile.

GENUINE MUNTINS
Fixed muntins can be used to make genuine-looking 
panes that mimic mullions for openable float glass 
windows. Fixed muntins are a more economical option 
compared to genuine mullions. The width options are 
32 mm and 64 mm.

FRESH AIR VENTS AND SUPPLY AIR VENTS

Fresh air vents
When a building has 
natural ventilation, 
fresh air can be directed 
into the building in a 
controlled way through 
fresh air vents installed in the windows’ frames. Instal-
lation of vents is recommended as part of renovations, 
as the building’s impermeability may increase and 
cause natural ventilation to stop working.

Supply air windows
When a building has 
a constantly running 
mechanical ventilation 
system, a good replace-

ment air solution is supply air vents installed in windows. 
The advantage of a supply air window vent is warming 
of supply air when it is circulated in the space between 
the window’s sashes. The vent also has a summer posi-
tion that enables conducting fresh, unheated supply air 
directly through the vent into the room.

Realised by: HD Markkinointi 11/2020

ALAVUS IKKUNAT OY 
P.O. Box 39, 63301 ALAVUS 

tel +358 207 819 820 
myynti@alavusikkunat.fi 

www.alavusikkunat.fi/en
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MSEA 1+2

MEKA

RAL 9010

RAL 7040

RAL 7024

RR32

Sasu

NCS S 0502-Y

Sasu

MSEP 1+2 MSEA 1+2 MS2EA 2+2 MS3EA 1+3

0,94 - 0,78 0,94 - 0,78 0,76 - 0,63 0,68 - 0,59

43-49 dB 46-50 dB 43-47 dB

EKA EKP MEKA MEKP

0,93 - 0,59 0,93 - 0,59 0,95 - 0,61 0,95 - 0,61

29- dB 29- dB

Better thermal insulation
• Selective surfaces
• Spacer’s materials and 

strengths 

Frost-free
• Special surface-treated 

glass

Better security
• 6 mm glass
• Hardened or laminated 

glass

Sun protection
• Sun protection glass  

(clear or coloured)

Privacy
• Decorative glass

ALAVUS IKKUNAT
High-quality Finnish windows - keeping your home warm
Windows are a large and important part of a construction, therefore, they 
must be both attractive and energy efficient. For these reasons the standards 
of today’s windows are set high. We at Alavus Ikkunat Oy offer energy effi-
cient, modern solutions as well as wood windows that respect old traditions. 
Our collection includes both openable and fixed wood and wood-aluminium 
windows. Wood-aluminium windows are clearly the most popular windows 
today because they are practically maintenance-free.

All our windows are custom-made, so they are suitable for both new and reno-
vation projects. The frame depth is available in 130, 150, 170 or 210 mm.

SURFACE TREATMENT
Wood parts can be painted, lacquered, base coat treated or stained to the 
customer’s desired shade. The standard color for windows is white NCS S 
0502-Y and saunas windows are base coat treated with Sasu.

Standard surface treatment for aluminium parts is powder painting. Standard 
aluminium colours are RAL 9010 (white) RAL 7040 (light grey) RAL 7024 (dark 
grey) and RR 32 (dark brown). Two-colour painting of the outer sash is also 
possible.

OPENABLE WOOD AND WOOD-ALUMINIUM 
WINDOWS
The openable windows in our collection are double-sashed inward-opening 
wood MSEP or wood-aluminum MSEA, MS2EA and MS3EA windows.

Order
Fill an order and installa-
tion contract and possible 
financing contract with your 
salesperson.

INSTALLATION OF ALAVUS WINDOWS
With us, window replacement is easy and hassle-free. 
Professional sales staff will be happy to help and design 
the right solutions for your home. Of course, our service 
also includes measuring of the windows. The content 
of the installation is always reviewed on a site-specific 
basis and a separate installation agreement is drawn up.

The window delivery comes with a clear installation 
guide so you can do the installation yourself. However, 
it is good bear in mind that faulty installation can ruin 
a good window. We provide a two-year warranty for 
our own installation work. Also, it is worth remem-
bering that it is possible to get a tax credit for household 
expenses for the share of installation work on the reno-
vation site. We will mark the proportion of installation 
work on your invoice so you can apply for the tax credit 
for household expenses.

REPLACING WINDOWS AND DOORS BY ALAVUS STYLE

INSULATION GLASS

FLOAT GLASS

INNER SASH

OUTER SASH

FRAME DEPTH

FIXED WOOD AND WOOD-ALUMINIUM WINDOWS
Our collection includes two different types of fixed windows, MEKA and EKA. 
The differences between the two types are in glazing method, interior’s visual 
appearance and structure. MEKA window´s structure enables that the same 
frame can have a fixed and openable part. Fixed windows also have the tradi-
tional fixed wood window option MEKP and EKP.

OPENABLE EI15 AND EI30 FIRE-RESISTANT WINDOW
Our collection includes openable MSEA_EI15 and MSEA_EI30 fire-resistant 
windows. Our CE-certified fire-resistant windows can be with frames up 
to 1690 mm wide and 2390 mm high (max 4 m²). For the sake of fire safety, 
the fire-resistant window must be free of ventilation, venetian blinds and 
mullions.  

GLASS
All our glass comes standard with a selective glass element filled with argon gas. With different glass solutions, windows can 
be modified for specific uses and needs.

Measure
Salesperson / installer 
will measure your old 
products and check 
other possible articles 
needed in installation 
(scaffolding, subframe, 
architrave et cetera.)

Delivery
We will contact you, 
when your prod-
ucts are ready to be 
delivered and settle 
a more accurate 
delivery time.

Taking off old products
The installer will remove 
your old products and take 
them away with other install 
waste.

Installation of the 
new products
The installer will install 
the new products and 
finish them as agreed in 
the installation contract.

Approve installation
You will approve the 
installation by signing 
a document with the 
installer.

Payment
When the installation 
is approved, an invoice 
is sent to you by email 
or mail. Work is sepa-
rated from products and 
freight in the invoice. 

With financing the 
first payment is due 
according to the 
contract.

Guarantee
All our products and instal-
lation have at least two-year 
guarantee.

Conclusion
Enjoy your new 
and classy Alavus 
Windows and Doors 
and the save in 
energy that they will 
bring to you.

Both our EKA fixed window and Both our EKA fixed window and 
MSEA 1+2 openable window MSEA 1+2 openable window 
reached maximum values in VTT´s reached maximum values in VTT´s 
circumstance test ( EUFI-29-circumstance test ( EUFI-29-
20001108-T2 / VTT-S-01700-17):20001108-T2 / VTT-S-01700-17):
• • Air permeability class 4Air permeability class 4
• • Water tightness class E1200Water tightness class E1200
• • Wind pressure resistance class C4Wind pressure resistance class C4

www.parasikkuna.fiwww.parasikkuna.fi

FRAME DEPTH

INSULATION GLASS

Soundproofing
• Soundproof glass

Comfort
• Electrically heated glass

Better penetration of radio 
signals
• RS-glass elements

FITTINGS
Our windows are fitted according to the window type’s fittings, such as ventila-
tion window or emergency exit fittings.

The white window is fitted with white oval lock plates and galvanized hinges as 
standard. Ask your salesperson about other color and shape options for fittings.

You can also find us on social media!  
Like our site on Facebook and follow us on Instagram @alavusikkunat,  
Linked In Alavus Ikkunat Oy and on Youtube Alavus Ikkunat ja Ovet

Request an offer or calculate the price yourself on our website
www.alavusikkunat.fi/en  ·  myynti@alavusikkunat.fi  ·  020 781 9820
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glass
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(clear or coloured)
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ALAVUS IKKUNAT
High-quality Finnish windows - keeping your home warm
Windows are a large and important part of a construction, therefore, they 
must be both attractive and energy efficient. For these reasons the standards 
of today’s windows are set high. We at Alavus Ikkunat Oy offer energy effi-
cient, modern solutions as well as wood windows that respect old traditions. 
Our collection includes both openable and fixed wood and wood-aluminium 
windows. Wood-aluminium windows are clearly the most popular windows 
today because they are practically maintenance-free.

All our windows are custom-made, so they are suitable for both new and reno-
vation projects. The frame depth is available in 130, 150, 170 or 210 mm.

SURFACE TREATMENT
Wood parts can be painted, lacquered, base coat treated or stained to the 
customer’s desired shade. The standard color for windows is white NCS S 
0502-Y and saunas windows are base coat treated with Sasu.

Standard surface treatment for aluminium parts is powder painting. Standard 
aluminium colours are RAL 9010 (white) RAL 7040 (light grey) RAL 7024 (dark 
grey) and RR 32 (dark brown). Two-colour painting of the outer sash is also 
possible.

OPENABLE WOOD AND WOOD-ALUMINIUM 
WINDOWS
The openable windows in our collection are double-sashed inward-opening 
wood MSEP or wood-aluminum MSEA, MS2EA and MS3EA windows.

Order
Fill an order and installa-
tion contract and possible 
financing contract with your 
salesperson.

INSTALLATION OF ALAVUS WINDOWS
With us, window replacement is easy and hassle-free. 
Professional sales staff will be happy to help and design 
the right solutions for your home. Of course, our service 
also includes measuring of the windows. The content 
of the installation is always reviewed on a site-specific 
basis and a separate installation agreement is drawn up.

The window delivery comes with a clear installation 
guide so you can do the installation yourself. However, 
it is good bear in mind that faulty installation can ruin 
a good window. We provide a two-year warranty for 
our own installation work. Also, it is worth remem-
bering that it is possible to get a tax credit for household 
expenses for the share of installation work on the reno-
vation site. We will mark the proportion of installation 
work on your invoice so you can apply for the tax credit 
for household expenses.

REPLACING WINDOWS AND DOORS BY ALAVUS STYLE

INSULATION GLASS

FLOAT GLASS

INNER SASH

OUTER SASH

FRAME DEPTH

FIXED WOOD AND WOOD-ALUMINIUM WINDOWS
Our collection includes two different types of fixed windows, MEKA and EKA. 
The differences between the two types are in glazing method, interior’s visual 
appearance and structure. MEKA window´s structure enables that the same 
frame can have a fixed and openable part. Fixed windows also have the tradi-
tional fixed wood window option MEKP and EKP.

OPENABLE EI15 AND EI30 FIRE-RESISTANT WINDOW
Our collection includes openable MSEA_EI15 and MSEA_EI30 fire-resistant 
windows. Our CE-certified fire-resistant windows can be with frames up 
to 1690 mm wide and 2390 mm high (max 4 m²). For the sake of fire safety, 
the fire-resistant window must be free of ventilation, venetian blinds and 
mullions.  

GLASS
All our glass comes standard with a selective glass element filled with argon gas. With different glass solutions, windows can 
be modified for specific uses and needs.

Measure
Salesperson / installer 
will measure your old 
products and check 
other possible articles 
needed in installation 
(scaffolding, subframe, 
architrave et cetera.)

Delivery
We will contact you, 
when your prod-
ucts are ready to be 
delivered and settle 
a more accurate 
delivery time.

Taking off old products
The installer will remove 
your old products and take 
them away with other install 
waste.

Installation of the 
new products
The installer will install 
the new products and 
finish them as agreed in 
the installation contract.

Approve installation
You will approve the 
installation by signing 
a document with the 
installer.

Payment
When the installation 
is approved, an invoice 
is sent to you by email 
or mail. Work is sepa-
rated from products and 
freight in the invoice. 

With financing the 
first payment is due 
according to the 
contract.

Guarantee
All our products and instal-
lation have at least two-year 
guarantee.

Conclusion
Enjoy your new 
and classy Alavus 
Windows and Doors 
and the save in 
energy that they will 
bring to you.

Both our EKA fixed window and Both our EKA fixed window and 
MSEA 1+2 openable window MSEA 1+2 openable window 
reached maximum values in VTT´s reached maximum values in VTT´s 
circumstance test ( EUFI-29-circumstance test ( EUFI-29-
20001108-T2 / VTT-S-01700-17):20001108-T2 / VTT-S-01700-17):
• • Air permeability class 4Air permeability class 4
• • Water tightness class E1200Water tightness class E1200
• • Wind pressure resistance class C4Wind pressure resistance class C4
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• Soundproof glass
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Better penetration of radio 
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• RS-glass elements

FITTINGS
Our windows are fitted according to the window type’s fittings, such as ventila-
tion window or emergency exit fittings.

The white window is fitted with white oval lock plates and galvanized hinges as 
standard. Ask your salesperson about other color and shape options for fittings.

You can also find us on social media!  
Like our site on Facebook and follow us on Instagram @alavusikkunat,  
Linked In Alavus Ikkunat Oy and on Youtube Alavus Ikkunat ja Ovet

Request an offer or calculate the price yourself on our website
www.alavusikkunat.fi/en  ·  myynti@alavusikkunat.fi  ·  020 781 9820

type

U-value (W/m²K) 

soundproofing

conceptual drawing  

type

U-value (W/m²K)  

soundproofing

conceptual drawing



           30          

           20          

           10          

           0          

           10          

           20          

           30          

           40          

           50          

           60          

           30          

           20          

           10          

           0          

           10          

           20          

           30          

           40          

           50          

           60          

           30          

           20          

           10          

           0          

           10          

           20          

           30          

           40          

           50          

           60          

           30          

           20          

           10          

           0          

           10          

           20          

           30          

           40          

           50          

           60          

           30          

           20          

           10          

           0          

           10          

           20          

           30          

           40          

           50          

           60          

           30          

           20          

           10          

           0          

           10          

           20          

           30          

           40          

           50          

           60          

MSEA 1+2

MEKA

RAL 9010

RAL 7040

RAL 7024

RR32

Sasu

NCS S 0502-Y

Sasu

MSEP 1+2 MSEA 1+2 MS2EA 2+2 MS3EA 1+3

0,94 - 0,78 0,94 - 0,78 0,76 - 0,63 0,68 - 0,59

43-49 dB 46-50 dB 43-47 dB

EKA EKP MEKA MEKP

0,93 - 0,59 0,93 - 0,59 0,95 - 0,61 0,95 - 0,61

29- dB 29- dB

Better thermal insulation
• Selective surfaces
• Spacer’s materials and 

strengths 

Frost-free
• Special surface-treated 

glass

Better security
• 6 mm glass
• Hardened or laminated 

glass

Sun protection
• Sun protection glass  

(clear or coloured)

Privacy
• Decorative glass

ALAVUS IKKUNAT
High-quality Finnish windows - keeping your home warm
Windows are a large and important part of a construction, therefore, they 
must be both attractive and energy efficient. For these reasons the standards 
of today’s windows are set high. We at Alavus Ikkunat Oy offer energy effi-
cient, modern solutions as well as wood windows that respect old traditions. 
Our collection includes both openable and fixed wood and wood-aluminium 
windows. Wood-aluminium windows are clearly the most popular windows 
today because they are practically maintenance-free.

All our windows are custom-made, so they are suitable for both new and reno-
vation projects. The frame depth is available in 130, 150, 170 or 210 mm.

SURFACE TREATMENT
Wood parts can be painted, lacquered, base coat treated or stained to the 
customer’s desired shade. The standard color for windows is white NCS S 
0502-Y and saunas windows are base coat treated with Sasu.

Standard surface treatment for aluminium parts is powder painting. Standard 
aluminium colours are RAL 9010 (white) RAL 7040 (light grey) RAL 7024 (dark 
grey) and RR 32 (dark brown). Two-colour painting of the outer sash is also 
possible.

OPENABLE WOOD AND WOOD-ALUMINIUM 
WINDOWS
The openable windows in our collection are double-sashed inward-opening 
wood MSEP or wood-aluminum MSEA, MS2EA and MS3EA windows.

Order
Fill an order and installa-
tion contract and possible 
financing contract with your 
salesperson.

INSTALLATION OF ALAVUS WINDOWS
With us, window replacement is easy and hassle-free. 
Professional sales staff will be happy to help and design 
the right solutions for your home. Of course, our service 
also includes measuring of the windows. The content 
of the installation is always reviewed on a site-specific 
basis and a separate installation agreement is drawn up.

The window delivery comes with a clear installation 
guide so you can do the installation yourself. However, 
it is good bear in mind that faulty installation can ruin 
a good window. We provide a two-year warranty for 
our own installation work. Also, it is worth remem-
bering that it is possible to get a tax credit for household 
expenses for the share of installation work on the reno-
vation site. We will mark the proportion of installation 
work on your invoice so you can apply for the tax credit 
for household expenses.
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FIXED WOOD AND WOOD-ALUMINIUM WINDOWS
Our collection includes two different types of fixed windows, MEKA and EKA. 
The differences between the two types are in glazing method, interior’s visual 
appearance and structure. MEKA window´s structure enables that the same 
frame can have a fixed and openable part. Fixed windows also have the tradi-
tional fixed wood window option MEKP and EKP.

OPENABLE EI15 AND EI30 FIRE-RESISTANT WINDOW
Our collection includes openable MSEA_EI15 and MSEA_EI30 fire-resistant 
windows. Our CE-certified fire-resistant windows can be with frames up 
to 1690 mm wide and 2390 mm high (max 4 m²). For the sake of fire safety, 
the fire-resistant window must be free of ventilation, venetian blinds and 
mullions.  

GLASS
All our glass comes standard with a selective glass element filled with argon gas. With different glass solutions, windows can 
be modified for specific uses and needs.

Measure
Salesperson / installer 
will measure your old 
products and check 
other possible articles 
needed in installation 
(scaffolding, subframe, 
architrave et cetera.)

Delivery
We will contact you, 
when your prod-
ucts are ready to be 
delivered and settle 
a more accurate 
delivery time.

Taking off old products
The installer will remove 
your old products and take 
them away with other install 
waste.

Installation of the 
new products
The installer will install 
the new products and 
finish them as agreed in 
the installation contract.

Approve installation
You will approve the 
installation by signing 
a document with the 
installer.

Payment
When the installation 
is approved, an invoice 
is sent to you by email 
or mail. Work is sepa-
rated from products and 
freight in the invoice. 

With financing the 
first payment is due 
according to the 
contract.

Guarantee
All our products and instal-
lation have at least two-year 
guarantee.

Conclusion
Enjoy your new 
and classy Alavus 
Windows and Doors 
and the save in 
energy that they will 
bring to you.
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FITTINGS
Our windows are fitted according to the window type’s fittings, such as ventila-
tion window or emergency exit fittings.

The white window is fitted with white oval lock plates and galvanized hinges as 
standard. Ask your salesperson about other color and shape options for fittings.

You can also find us on social media!  
Like our site on Facebook and follow us on Instagram @alavusikkunat,  
Linked In Alavus Ikkunat Oy and on Youtube Alavus Ikkunat ja Ovet
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WHY CHOOSE ALAVUS IKKUNAT OY
1. Warmth, style and value to your home

• Technically high-quality products 
• Excellent thermal insulation
• Attractive, carefully detailed products 
• Nearly maintenance-free products 
• First-class raw materials 

2. Finnish products 
• Windows and doors manufactured 100% in Finland. 
• Factory located in Southern Ostrobothnia.

3. Customer-driven business approach 
• We want to offer our customers the right products and 

solutions. Our goal is a satisfied customer who gets 
the greatest possible benefits from our products for 
decades to come. 

4. What we promise, we deliver
• We adhere to our agreements throughout the sales 

transaction, from beginning to end.

ALAVUS IKKUNAT OY
Alavus Ikkunat Oy was incorporated in 2003, and is 
privately owned and 100% Finnish. At our current capacity 
we can manufacture about 60,000 windows and 10,000 
exterior and balcony doors annually. As our name suggests, 
the company’s main office and plant are located in Alavus. 
The company also has sales offices in Vantaa, Turku and 
Tampere. We employ a total of about 100 people.

The goal of Alavus Ikkunat Oy is to be the industry’s highest 
quality manufacturer of windows as well as balcony and 
exterior doors. To meet this goal, we continuously pursue 
development work. We also collaborate closely with the 
VTT Technical Research Centre of Finland on testing 
and with Inspecta Oy on quality assurance. Collaboration 
and our own expertise have yielded first-place results in 
numerous product tests and customer satisfaction surveys.

WARRANTY
Windows
For carpentry work, Alavus Ikkunat Oy provides a warranty 
for materials used in manufacturing and production work 
as per RYHT 2000 (36 months).

Alavus Ikkunat Oy does not provide a warranty for dark 
wooden windows.

The warranty for factory installations is two years from the 
time of installation.

A five-year warranty for non-permeability of insulation 
glass is provided by the manufacturer of the insulation 
glass. The warranty does not cover glass breakage.

The warranty is in force only if the windows have been 
stored, installed and maintained according to the instruc-
tions provided.

Our products are CE-marked.

COMPANY VALUES:
1. We will keep our promises

2. We appreciate and value our customers and partners

3. We have an open, trustworthy and flexible relationship 
with our customers

4. We take care of the environment and work in a sustain-
able way

5. The wellbeing of our personnel

WINDOW BROCHURE

BLINDS
Blinds are a good accessory 
for windows when you want 
privacy or want to adjust the 
amount of light coming into 
the room. We install the blinds 
at the factory, making the 
installation easy and tidy. The 
standard colour for blinds is 
white, but there are numerous 
other options available, as well.

ACCESSORIES - COMFORT FOR YOUR HOME
Numerous accessories are available for Alavus windows that enhance comfort.

Integrated blinds

Standard venting 
hardware 

Integrated blinds
Integrated blinds can be installed on an openable 
window. Controlling of the blinds is done with a knob 
located on the interior surface of the inner sash.

Blinds with a tilt wand
Traditional blinds with a tilt wand can also be installed 
on windows. This is the only alternative when blinds are 
needed for a fixed window.

VENTILATION
Openable windows can have ventilation 
fittings with venting hardware and a fixed 
handle.

The ventilation 
window can also 
be a traditional 
ventilation hatch, 
in which case the 
exterior part is 
equipped with an 
aluminium grille 
and the interior 
is solid.

INSECT SCREENS
An excellent accessory for 
the ventilation window is 
an aluminium frame insect 
screen. The Insect screens 
can be ordered with a tradi-
tional plastic screen, a more 
durable aluminium screen or 
an allergy screen. The insect 
screen is delivered separately, 
but installation is easy using 
the instructions provided.

DETACHABLE LATTICES
The lattices make windows attractive 
and individual. Window washing is 
still easy, as the lattice is detachable. 
The lattice that is compatible with 
aluminium windows is 25 mm wide 
aluminium profile.

GENUINE MUNTINS
Fixed muntins can be used to make genuine-looking 
panes that mimic mullions for openable float glass 
windows. Fixed muntins are a more economical option 
compared to genuine mullions. The width options are 
32 mm and 64 mm.

FRESH AIR VENTS AND SUPPLY AIR VENTS

Fresh air vents
When a building has 
natural ventilation, 
fresh air can be directed 
into the building in a 
controlled way through 
fresh air vents installed in the windows’ frames. Instal-
lation of vents is recommended as part of renovations, 
as the building’s impermeability may increase and 
cause natural ventilation to stop working.

Supply air windows
When a building has 
a constantly running 
mechanical ventilation 
system, a good replace-

ment air solution is supply air vents installed in windows. 
The advantage of a supply air window vent is warming 
of supply air when it is circulated in the space between 
the window’s sashes. The vent also has a summer posi-
tion that enables conducting fresh, unheated supply air 
directly through the vent into the room.
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