
KYNTEMITTA C

KYNTEMITTA C

KYNTEMITTA C

C=C=C

R
IS

TI
M

IT
TA

 B

R
IS

TIM
ITTA

 A

A=B

VESIVAAKA

1. ETUREUNA
2. SIVU

1

2

1

2

VESIVAAKA
3. KYNNYS

3

VESIVAAKA
4. YLÄKARMI

4

1. Check the measurements of the 
opening and ensure that the base 
of the doorstep is straight and level.

2. Set the frame in place, wedges at 
each attachment hole. Always use 
installation wedges and frame 
attachment screws. Use a level to 
verify that the frame is straight. 
Also check the frame’s diagonal 
and rebate measures (see diagram).

3. Attach the frame tightly from the 
hinge side to the wall structure 
Remove the upper and lower 
screws of the upper frame hinge. 
Replace these screws with long 
screws that are screwed through 
the frame to the wall structure.

4. Lift the door leaf onto the hinges 
and finish attaching the frame, 
making sure that insulation meets 
evenly and that the spaces around 
the door’s edges are the same size.

5. The spaces can also be regulated using 
the hinges. Regulating hinges 
should be done at a later phase 
when the door is used.

6. Cover screw holes with the plastic 
plugs that come with the delivery.

7. Insulate the space between the frame 
and wall with Sealfire W300  fire 
resistant urethane. Remember not 
to use too much insulation, as it 
may cause the frame to bulge.

8. The temperature in the room inside 
the door should be set to a max. of 
+20°C.

FIRE RESISTANT EXTERIOR DOOR  
INSTALLATION INSTRUCTIONS
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Thank You for 
choosing us!
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